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Docket No. H2035-00005 

Response to Official Action of November 6, 2007 

Amendments to the Specification 

Please amend the specification as follows: 

Paragraph [0035]: "Recognition means 108 convert Braille code 
symbology 16, via decoding means 4^ 110 into informational content data set 
12." 

Paragraph [0042]: "The image data is analyzed at section 171 by testing 
its length against a specified text length requirement 172, e.g. a length equal to 
the number of characters plus four, but less than a text limit." 

Paragraph [0042]: "If the test succeeds, the decoding process continues 
at section 175 . The image data to be decoded is then compared with 
conventional standard Braille codeword values at section 176 . If comparison 
test 179 fails, an invalid code fragment error 184 is returned to scan processor 
1 56. If the test is successful, the decoding process continues to decrypt the 
image data at section 1787 -wh4€l^ and is evaluated for additional image data at 
section 183." 

Paragraph [0046]: "Task manager 233 collaborates with scanner manager 
239 via scanner-device trigger 237 to process scanned inputs from end-user 
203." 
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Paragraph [0048]: "Once declare has been set as variable intlconNum and 
X as Integer 262, the "For Next" loop will continue at section 263 until 
intlconNum is greater than x, the highest index numbered graphics file in graphic 
array 266. Within the "For Next" loop, test 264 is initiated to evaluate 
x=intlconNum. If test 264 is true at section 267 . then thaw the graphic file image 
is visible on frmStatusForm 260. The image is then displayed to end-user 203. If 
test 264 is false at section 265 . then the graphic image is not visible on 
frmStatusForm 260, and the image is not displayed to end-user 203. The 
process stops at section 268 when the index exceeds the available graphics in 
the array." 

Paragraph [0051]: "If test 271 is answered no, then the required database 
is created at section 272 with the required tables and fields 273." 

Paragraph [0052] : "End-user 203 taps a touch receptive handheld display 
screen 147 to select a count processor 281 , so as to Declare 
CountVariable CountVara i b le as Integer 282. A Launch process 283 checks for 
the required database (Fig. 19) and the initiator opens the pocket manifest 284 
database. Next, end-user 203 is prompted with one or more hieroglyphs 19 to 
scan a first item 285 . " 
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Paragraph [0052] : "If test 291 is answered no, end-user 203 quits, and 
the count processor ends at 28§ 296 . " 
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